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ARCHITECTURAL AREA LIGHTING
PKWS-H3-70T6
PARKWAY SQUARE
DIE-CAST ALUMINUM HOUSING AND LENS FRAME. 
FLAT
GLASS LENS. FABRICATED ALUMINUM REFLECTOR 
SYSTEM.
70 WATT PMH, T6 LAMP.BASE-DOWN POSITION. 

Horizontal Footcandles
Scale: 1 Inch = 10 Ft.

Light Loss Factor = 1.00
Lumens Per Lamp = 6000

Total Lamp Lumens = 6000
Mounting Height = 8.00 Ft

Maximum Calculated Value = 11.37 Fc
Arrangement: Single

Photometric Toolbox Professional Edition (c) copyright 1995-2009 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations.
Results derived from content of manufacturers photometric file.
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UL

UH

	 BUG RATINGs	             photometry

ARCHITECTURAL AREA LIGHTING
PKWS-GLA-39MMC
PARKWAY SQUARE
SQUARE ALUMINUM ANGLED HOOD WITH CAST 
ALUMINUM
STRUTS AND BALLAST COMPARTMENT. GLASS 
ELEMENT. CLEAR ACRYLIC
LENS.

Horizontal Footcandles
Scale: 1 Inch = 10 Ft.

Light Loss Factor = 1.00
Lumens Per Lamp = 3000

Total Lamp Lumens = 3000
Mounting Height = 8.00 Ft

Maximum Calculated Value = 0.58 Fc
Arrangement: Single

Photometric Toolbox Professional Edition (c) copyright 1995-2009 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations.
Results derived from content of manufacturers photometric file.
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UL

UH

PKWS H3	 70MHT6

PKWS GLA	 39MMC

Conversion Table
72 LLF.  Gridlines = Mtg. Ht, 39 MMC

WatTage
Fixture MTG. HT. (in feet)

8 10
20 MMC 0.48 0.31
39 MMC 1.00 0.64

Mounting Height: 8 feet 
Total flux: 4526 lm 

Watts: 94 W  LPW: 48

Mounting Height: 8 feet 
Total flux: 1164 lm 

Watts: 46 W  LPW: 25

T6 Metal halide
70W, Type 3

minimaster color
39W, symmetric
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	luminaire S

	 PKWM	 Pedestrian 	medium  scale   	
		  31.5” W x 30.5” HT

	 PKWS	 Accent Small scale    	
		  19.5” W x 21.5” HT
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Bollard

A matching, high 

performance bollard 

coordinates perfectly with 

other Parkway Square family 

members. Install along 

walkways, in parks, and 

anywhere else way finding 

illumination is required.

PKWB-GLA-CRT

			
CodeLink SM

Scan code 
to download 
PKWB Spec 
Sheet
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1. LUMINAIRE

PKWB	 Parkway Square Bollard 	 42" H x 14" SQ 	  WT: 42 lbs	         EPA: 2.84         	

3. LAMP/BALLAST

20MMC	 20 watt electronic metal halide 120 thru  
277 volt ballast. PGJ5 base, Mini 
MasterColor® lamp. Not available with 
horizontal or LED optics.	

39MMC	 39 watt electronic metal halide 120 thru  
277 volt ballast. PGJ5 base, Mini 
MasterColor® lamp. Not available with 
horizontal or LED optics.	

39MHT6EB	 39 watt electronic metal halide 120 thru  
277 volt ballast. G12 base, T6 ceramic lamp.

50MH	 50 watt metal halide 120/277 volt ballast. 
Medium base, ED-17 lamp. Not available 
with horizontal or LED optics.

70MH	 70 watt metal halide 120/208/240/277 volt 
ballast. Medium base, ED-17 lamp. Not 
available with horizontal or LED optics.

70MHT6 	 70 watt metal halide 120/277/347 volt 
ballast. Use G12 base, T6 ceramic lamp.

70MHEB	 70 watt electronic metal halide 120 thru 277 
volt ballast. Medium base, ED-17 lamp. Not 
available with horizontal or LED optics.

70MHT6EB	 70 watt electronic metal halide 120 thru 277 
volt ballast. G12 base, T6 ceramic lamp.

50HPS	 50 watt high pressure sodium 120/277 volt 
ballast. Use medium base, ED-17 lamp. Not 
available with horizontal or LED optics.

70HPS	 70 watt high pressure sodium 
120/208/240/277 volt ballast. Use medium 
base, ED-17 lamp. Not available with 
horizontal or LED optics.

CF	 Compact fluorescent electronic 120 thru 
277 volt ballast. Use GX24q base, 26, 32 
or 42 watt. Not available with horizontal or 
LED optics. -18° C min start temp.  
Specify wattage.	

IL55	 55 watt induction lamp system. 120, 208, 
240 or 277 volt. Available in bare lamp 
configuration with LDL lens only.

60CO	 60 watt electronic CosmoPolis™ 200  
thru 277 volt ballast. Use PGZ12 base  
CosmoPolis™ lamp. Not available with 
horizontal or LED optics.	

36LED-WW	 36 light emitting diode array (39 watt).  
Class 1, 120 thru 277 volt. Warm white 
(3500K). Available with LED optics only.

36LED-BW	 36 light emitting diode array (39 watt).  
Class 1, 120 thru 277 volt. Bright white 
(5100K). Available with LED optics only.

4. decorative SCREENS (optional)

5. OPTIONS 6. COLOR

	 All 13 standard and 4 premium AAL colors available. 
For RAL, please submit a 4-digit RAL number or 
color chip for custom colors. 

7. mounting

	  PM	 Pier mount

All ballasts are factory wired for 277 volts, unless specified. 
Lamps not included, except IL and LED. All applicable ballasts 
are EISA compliant. Mini MasterColor® is a registered trademark 
and CosmoPolis™ is a trademark of Philips Lighting®

orderING information

General
ULS	 Upper lens shield above the hood. Reduces light above hood.
LDL	 Lightly diffused lens
347	 120/240/347 volt ballast for HID only, except 50MH and 50HPS.

hood
COP	 Copper hood
STS	 Stainless steel hood

decorative screens
SSP	 Screen in brushed stainless steel
CPR	 Screen in brushed copper

LED System 
Available with LEDs only  
T1	 IES Type 1 distribution 
T3	 IES Type 3 distribution 
T5	 IES Type 5 distribution

Horizontal Optical System  		
Available with T6 lamps only  
H2	 IES Type 2 distribution 
H3	 IES Type 3 distribution 
H4	 IES Type 4 distribution 
H5	 IES Type 5 distribution

Vertical Optical System 
Not available with LED  
GLA	 Frosted Glass Diffuser 
GR3	 Glass Refractor. IES Type 3 distribution 
GR5	 Glass Refractor. IES Type 5 distribution 

2. Optics

Painted to match fixture. Also available in stainless steel or copper. Not available with horiztonal or LED optics. *Contact factory for custom designs.

Ordering information

Induction system 
Available with IL only   
BLO		 Bare lamp system 

ORDERING example – Bollard
1. LUMINAIRE	               2. OPTICS	               3. LAMP/BALLAST             4. DECORATIVE SCREEN	 5. OPTIONS	     6. COLOR

        PKWB	                T3	                            36LED-BW	                                      DSOF	 -	        CRT

     	DSIN –  Infinity  	  DSOF – Offset	   DSWH – Wheat	  DSTR – Trio	 DSCS – Custom* 	
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HOUSING

Parkway Square housings are all cast aluminum, 
A356 alloy, free of any porosity, foreign materials, or 
cosmetic fillers. The shaft shall be 5" wide and 22" 
tall, extruded 6061-T6 aluminum yielding a fixture 
height of 42 inches. The ballast is mounted internally 
and accessed by loosening four set screws and 
lifting the fixture head off the shaft and loosening an 
additional four bolts on the underside of the fixture 
head. One stainless steel latch shall release the door 
to allow access to the lamp. The lamp compartment 
is sealed with a molded silicone gasket. The 
reflector cone is matte finished aluminum. All lenses 
are molded, seamless high impact lighting grade 
acrylic. The lens is sealed to the housing with a 
molded silicone gasket on the top and bottom. The 
vertical struts are cast aluminum and painted to 
match the fixture. All internal and external hardware 
is stainless steel. The hood is formed from 5052 H32 
aluminum, 316 stainless steel or 110 copper. Copper 
hoods are unfinished to develop a patina.  The 
fixture features tamper resistant hardware.

The horizontal reflector door shall be cast aluminum 
painted to match the fixture. The internal horizontal 
reflector module is sealed from the outer housing 
with a silicone gasket. The tempered glass lens shall 
be sealed to the housing with a silicone gasket. A 
pair of stainless steel latches shall release the door 
to allow access to the lamp. The reflector module 
shall be composed of faceted, specular and semi 
specular anodized aluminum panels. The reflector 
assembly shall be removed by loosening four screws 
and lifting it out. The reflector tray shall be rotatable 
on 90° centers for orienting the light distribution.

The GLA element is frosted borosilicate glass with 
a twist on connection to the lower cone assembly. 
The cone is matte finished anodized aluminum. The 
GR3 and GR5 are precision molded borosilicate 
glass refractors with a Type 3 or Type 5 distribution. 
The refractors are mounted to a gasketed aluminum 
holder with an internal pressure plate.

Electrical

The ballast is integral to the fixture, mounted on 
a prewired module with a quick disconnect plug. 
The ballast module has two keyhole slots and 
is removable by loosening four screws. Sockets 
are pulse rated porcelain. HID ballasts are high 
power factor, rated for -30°C starting. The compact 
fluorescent ballast shall be electronic for use with 4 
pin lamps (GX24q-4 socket) rated for -18° C starting 
temperature. Ballasts are multi-tap, wired at the 
factory for 277 volts, unless specified. The LED driver 
accepts 120 thru 277 volt input. Available in warm 
white (3500K) or bright white (5100K). 

FINISH

Fixture finish consists of a five stage pretreatment 
regimen with a polymer primer sealer, oven dry 
off, and top coated with a thermoset super TGIC 
polyester powder coat finish. The finish shall meet 
the AAMA 605.2 performance specification which 
includes passing a 3000 hour salt spray test for 
corrosion resistance. 

b o l l a r d  •  b o l l a r d  •  b o l l a r d  •  b o l l a r d  •  b o l l a r d  •  b o l l a r d  •  b o l l a r d

Specifications - Bollard

CodeLink SM

Scan code 
to download 
PKWB Spec 
Sheet
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EISA Compliance

AAL is committed to complying with U.S. EISA 
requirements. All applicable products manufactured 
for sale in the United States after January 1, 2009 meet 
EISA requirements. 

Certification

The fixture is listed with ETL for outdoor, wet location 
use. Conforms to UL1598 and Canadian CSA Std. 
C22.2 no.9. IP65 rated for horizontal configurations; 
IP66 rated for vertical configurations.

Warranty

Fixture is warranted for three years, with the exception 
of Parkway Square MicroEmitter LED models. Parkway 
Square 60LED, including housing, LEDs and electrical 
components are warranted for five years. Ballast 
components carry the ballast manufacturer’s limited 
warranty. Any unauthorized return, repair, replacement 
or modification of the Product(s) shall void this 
warranty. This warranty applies only to the use of the 
Product(s) as intended by AAL and does not cover 
any misapplication or misuse of said Product(s), or 
installation in hazardous or corrosive environments. 
Contact AAL for complete warranty language, 
exceptions, and limitations. 

AAL reserves the right to change product specifications without notice.

PKWB Dimensions

21 3/4"

21"

PKWS

FRONT VIEW

42"

SIDE VIEW

14"14"

20"

30 1/2"

29 3/4"

PKWM   

b o l l a r d  •  b o l l a r d  •  b o l l a r d  •  b o l l a r d  •  b o l l a r d  •  b o l l a r d  •  b o l l a r d
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CRITICAL DIMENSIONS
UNSPECIFED TOLERANCES:    INCHES
X.X=u0.1   X.XX=u0.03   X.XXX=u0.010
FRACTIONS=u1/32   ANGULAR TOLERANCE=u1v

REV.

PART NO.FINISH:MATERIAL:

THIRD ANGLE PROJECTION

DRAWN:

DO NOT SCALE PRINT

CONFORMS TO ASME Y14.5M

DIMENSIONS IN [ ] IN MM

DIMENSIONS IN INCHES

CHECKED BY:

ENGINEERING:

CATALOG NO. SCALE

A
SIZE DRAWING NO.

This document contains confidential and proprietary information of Architectural
Area Lighting, a division of Hubbell Lighting, Inc. (HLI). Receipt or possession of
this document does not convey any rights to reproduce or disclose its contents,
or to make, use , or sell anything it may disclose. Reproduction, disclosure, or
use of the document or its contents, without the specific written authorization of
HLI, may violate the intellectual property rights of HLI.

SHT 1
1 SHTS

CORRUGATED FIBERBOARD NOTED

93017959

93017959

P1

PKWB MNT TEMPLATE
G.Q. 11/16/10

--- --/--/--

PKJWB

--- --/--/--

1:1

------RELEASED FOR PROTOTYPE11/16/10P1

RECORDREV DATE DESN CHCK

TOP VIEW

NOTES: UNLESS SPECIFIED OTHERWISE.
1. MATERIAL: CORRUGATED FIBER BOARD 
2. EMBOSS PART NO. 93017959 ON ONE SIDE. 

5 1/8"

5 1/8"

4 THRU O3 1/2" B.C.O 5/8"



56  56 

Mounting Height: 3 feet 
Total flux: 1809 lm 

Watts: 39 W  LPW: 46

0°

UP LIGHT
0 lm. 0%

180°

100°
BACK LIGHT
702.1 lm. 38.8%

BVH 90°= 0.1%

BH 80°= 3.0%

BM 60°= 22.9%

BL 30°= 12.8%

UL

UH

B1 U0 G0

FORWARD LIGHT
1106.7 lm. 61.2%

FVH 90°= 0.3%

FH 80°= 9.8%

FM 60°= 33.1%

FL 30°= 18.0%

  	 BUG RATINGs	             photometry

Legend:   A=5.00   B=2.00   C=1.00   D=0.50   E=0.25

Mounting Height: 3 feet 
Total flux: 1961 lm 

Watts: 39 W  LPW: 50

PKWB T3	 36LED-BW

PKWB T5	 36LED-BW

0°

UP LIGHT
0 lm. 0%

180°

100°
BACK LIGHT
967.4 lm. 49.3%

BVH 90°= 0.3%

BH 80°= 4.9%

BM 60°= 28.4%

BL 30°= 15.8%

UL

UH

B1 U0 G0

FORWARD LIGHT
993.1 lm. 50.7%

FVH 90°= 0.3%

FH 80°= 5.5%

FM 60°= 28.9%

FL 30°= 15.9%

100°

100°

LED testing performed under strict LM-79-08 standards.

All LED testing performed by a certified independent 
laboratory. Photometry is available in IES formatted files 
at www.aal.net. 

Photometry

LED
36LED, Type 3

LED
36LED, Type 3
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ARCHITECTURAL AREA LIGHTING
PKWB-GR3-70T6
PARKWAY SQUARE
SQUARE ALUMINUM ANGLED HOOD WITH DIECAST 
ALUMINUM
STRUTS AND BALLAST COMPARTMENT. GLASS 
REFRACTOR
TYPE 3. CLEAR SQUARE ACRYLIC LENS.

Horizontal Footcandles
Scale: 1 Inch = 7 Ft.

Light Loss Factor = 1.00
Lumens Per Lamp = 6000

Total Lamp Lumens = 6000
Mounting Height = 3.00 Ft

Maximum Calculated Value = 28.57 Fc
Arrangement: Single

Photometric Toolbox Professional Edition (c) copyright 1995-2009 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations.
Results derived from content of manufacturers photometric file.

Page 1

	 BUG RATINGs	             photometry

ARCHITECTURAL AREA LIGHTING
PKWB-IL55-LDL
PARKWAY SQUARE
SQUARE ALUMINUM ANGLD HOOD WITH DIECAST 
ALUMINUM STRUTS
AND BALLAST COMPARTMENT. LIGHTLY DIFFUSED 
LENS.
55-WATT INDUCTION FLUORESCENT LAMP. BASE 

Horizontal Footcandles
Scale: 1 Inch = 6 Ft.

Light Loss Factor = 1.00
Lumens Per Lamp = 3400

Total Lamp Lumens = 3400
Mounting Height = 3.00 Ft

Maximum Calculated Value = 8.04 Fc
Arrangement: Single

Photometric Toolbox Professional Edition (c) copyright 1995-2009 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations.
Results derived from content of manufacturers photometric file.

Page 1

PKWB GR3	 70MHT6

PKWB BLo	 IL55

NEED DRAWING 100°

0°

UP LIGHT
335 lm. 5.6%

180°

100°
BACK LIGHT
312 lm. 5.3%

BVH 90°= 0.6%

BH 80°= 2.1%

BM 60°= 2.1%

BL 30°= 0.5%

UL

UH

B1 U3 G1

FORWARD LIGHT
1289 lm. 21.8%

FVH 90°= 3.6%

FH 80°= 9.8%

FM 60°= 7.0%

FL 30°= 1.4%

0°

UP LIGHT
188 lm. 8.4%

180°

100°
BACK LIGHT
475 lm. 13.9%

BVH 90°= 2.5%

BH 80°= 5.4%

BM 60°= 5.2%

BL 30°= 0.8%

UL

UH

B1 U3 G1

FORWARD LIGHT
475 lm. 13.9%

FVH 90°= 2.5%

FH 80°= 5.4%

FM 60°= 5.2%

FL 30°= 0.8%

100°

Conversion Table
72 LLF.  Gridlines = Mtg. Ht, 70T6

WatTage
Fixture MTG. HT. (in feet)

3 3.5
39T6MH 0.51 0.37
70T6MH 1.00 0.73

Mounting Height: 3 feet 
Total flux: 1956 lm 

Watts: 94 W  LPW: 21

Mounting Height: 3 feet 
Total flux: 1217 lm 

Watts: 57 W  LPW: 21

T6 metal halide
70W, Type 3

Induction
55W, symmetric
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Sustainability with style defines 
AAL’s Parkway Square collection. By incorporating 
timeless craftsmanship with the highest quality 
materials and the most efficient lamp sources, AAL 
ensures these luminaires will last as long as the 
buildings and spaces they illuminate.

    Quality
    of Life
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Lighting

Effective Eco-Friendly Design

P a r k w a y  S q u a r e  59 

AAL's Parkway Square 
collection offers a variety of 
dark sky friendly options.

AAL’s energy efficient lighting solutions can help reduce lighting costs without 
sacrificing light levels or over-impacting the environment. AAL's community-
conscious approach strives to craft the highest quality equipment with the 

newest energy efficient sources and the smallest earth footprint.

	 	 +90% recycled materials

	 	 Energy efficient sources

	 	 IDA approved dark-sky options

	 	 Neighbor-friendly backlight control

	 	 Carbon offset option available

	 	 RoHS/WEEE compliant

	 	 Official Energy Star Partner

	 	 Made in the USA

    Quality

Sustainable
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Parkway Square™ is a trademark of Architectural Area Lighting and Hubbell Lighting, Inc.

©2011 Architectural Area Lighting | PWS 0311

16555 East Gale Ave. |  City of Industry  |  CA 91745

T 626.968.5666  |  F 626.369.2695  |  www.aal.net  |  www.aal.net/aal/pws.html  |  Printed on recycled paper




