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U TRA7-2

WEIGHT: 18 LBS. EPA: 1.62

The arms shall be of one piece unitized aluminum construction, fully welded and
assembled. The slip fitter shall be cast aluminum with an internal wireway and pole
stop. The arm shall be prewired with a quick connector for easy installation.

The arms shall have a cast aluminum fitter welded to the top of the arm(s) for
attaching the fixture. The fixture shall be mounted with three stainless steel
bolts through the top of the arm fitter into the fixture. The attachment point
shall have a silicone pad for sealing the fixture to arm connection.

The arm shall slip over a 4”/100mm diameter pole or tenon. The cast aluminum

slip fitter shall have six stainless steel cup point set screws for securing the arm
to the pole or tenon.

U TRAS

50.0in
1270 mm

22.0in
560 mm

WEIGHT: 13 LBS. EPA: 1.34

The arm shall be of one piece unitized aluminum construction, fully welded and assembled. The
slip fitter shall be cast aluminum with an internal wireway and pole stop. The arm shall be prewired

with a quick connector for easy installation.

The arm shall have a cast aluminum fitter welded to the top of the arm(s) for attaching the
fixture. The fixture shall be mounted with three stainless steel bolts through the top of the
arm fitter into the fixture. The attachment point shall have a silicone pad for sealing the

fixture to arm connection.

The arm shall slip over a 4”/100mm diameter pole or tenon. The cast aluminum slip fitter shall
have six stainless steel cup point set screws for securing the arm to the pole or tenon. 24.0in _|

0 TRAS8-2

610 mm

54.0in
1375 mm

WEIGHT: 21 LBS. EPA: 2.68

The arms shall be of one piece unitized aluminum construction, fully welded and
assembled. The slip fitter shall be cast aluminum with an internal wireway and
pole stop. The arm shall be prewired with a quick connector for easy installation.

The arms shall have a cast aluminum fitter welded to the top of the arm(s)
for attaching the fixture. The fixture shall be mounted with three stainless
steel bolts through the top of the arm fitter into the fixture. The attachment
point shall have a silicone pad for sealing the fixture to arm connection.

The arm shall slip over a 4”/100mm diameter pole or tenon. The cast aluminum
slip fitter shall have six stainless steel cup point set screws for securing the
arm to the pole or tenon.

54.0in
1370 mm

. 495in
1260 mm
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O TRAO

WEIGHT: 17 LBS. EPA:1.90

The arm shall be of one piece unitized aluminum construction, fully welded and assembled.
The slip fitter shall be cast aluminum with an internal wireway and pole stop. The arm shall be
prewired with a quick connector for easy installation.

The arm shall have a cast aluminum fitter welded to the top of the arm(s) for attaching the
fixture. The fixture shall be mounted with three stainless steel bolts through the top of the
arm fitter into the fixture. The attachment point shall have a silicone pad for sealing the
fixture to arm connection.

The arm shall slip over a 4”/100mm diameter pole or tenon. The cast aluminum slip fitter
shall have six stainless steel cup point set screws for securing the arm to the pole or tenon.

U TRA9-2

42.0in

1070 mm

WEIGHT: 25 LBS. EPA: 2.72

The arms shall be of one piece unitized aluminum construction, fully welded and
assembled. The slip fitter shall be cast aluminum with an internal wireway and pole stop.
The arm shall be prewired with a quick connector for easy installation.

The arms shall have a cast aluminum fitter welded to the top of the arm(s) for
attaching the fixture. The fixture shall be mounted with three stainless steel bolts
through the top of the arm fitter into the fixture. The attachment point shall have a
silicone pad for sealing the fixture to arm connection.

The arm shall slip over a 4”/100mm diameter pole or tenon. The cast aluminum slip
fitter shall have six stainless steel cup point set screws for securing the arm to the pole
or tenon.

1070 mm
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U WMA 1M

WEIGHT: 12LBS.

The arm shall be one piece cast aluminum construction. The arm
shall be prewired with a quick connector for easy installation. The
back plate shall be one piece cast aluminum.

The arm shall have a cast aluminum fitter welded to the top
of the arm(s) for attaching the fixture. The fixture shall be
mounted with three stainless steel bolts through the top of the
arm fitter into the fixture. The attachment point shall have a
silicone pad for sealing the fixture to arm connection.

Note: Back plate is welded to the arm.

0 WwWMAI1L

55 in
140mm ——>
T L
ji,# H%,
Qs S o
a3 8
J;,% H%,
N\
8in
203 mm

16 in
406mm

T

WEIGHT: 14 LBS.

The arm shall be one piece cast aluminum construction. The arm shall be
prewired with a quick connector for easy installation. The back plate shall
be one piece cast aluminum.

The arm shall have a cast aluminum fitter welded to the top of the arm(s) for
attaching the fixture. The fixture shall be mounted with three stainless steel
bolts through the top of the arm fitter into the fixture. The attachment point
shall have a silicone pad for sealing the fixture to arm connection.

Note: Back plate is welded to the arm.

U WwWMA2M

5.5 in
140mm j

T

g 19in ;
| 483 mm

il

WEIGHT: 12 LBS.

The arm shall be one piece cast aluminum construction. The arm
shall be prewired with a quick connector for easy installation. The
back plate shall be one piece cast aluminum.

The arm shall have a cast aluminum fitter welded to the top of
the arm(s) for attaching the fixture. The fixture shall be mounted
with three stainless steel bolts through the top of the arm fitter
into the fixture. The attachment point shall have a silicone pad
for sealing the fixture to arm connection.

Note: Back plate is welded to the arm.
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0 wWMAZ2L
WEIGHT: 14 LBS.
191
<483 mm
The arm shall be one piece cast aluminum construction. The arm shall be 3
prewired with a quick connector for easy installation. The back plate shall be H
one piece cast aluminum. 7
The arm shall have a cast aluminum fitter welded to the top of the
arm(s) for attaching the fixture. The fixture shall be mounted with three
stainless steel bolts through the top of the arm fitter into the fixture. The
attachment point shall have a silicone pad for sealing the fixture to arm
connection. n
Note: Back plate is welded to the arm. o
0 WMA3S
WEIGHT: 17 LBS.
c 20
508 r’:1nm

The arm shall be one piece cast aluminum construction. The arm shall be
prewired with a quick connector for easy installation. The back plate shall
be one piece cast aluminum.

The arm shall have a cast aluminum fitter welded to the top of the
arm(s) for attaching the fixture. The fixture shall be mounted with
three stainless steel bolts through the top of the arm fitter into the
fixture. The attachment point shall have a silicone pad for sealing the
fixture to arm connection. Mounting hardware by others.

Note: Back plate is welded to the arm.

0 WMA 35U

I

V%

WEIGHT: 12 LBS.

The arm shall be one piece cast aluminum construction. The arm shall be
prewired with a quick connector for easy installation. The back plate shall
be one piece cast aluminum.

The arm shall have a cast aluminum fitter welded to the top of the
arm(s) for attaching the fixture. The fixture shall be mounted with
three stainless steel bolts through the top of the arm fitter into the
fixture. The attachment point shall have a silicone pad for sealing the
fixture to arm connection.

Note: Back plate is welded to the arm.

6.62 in
168mm

SOLD TO PO # JOB NAME

Architectural Area Lighting

16555 East Gale Ave. | City of Industry | CA 91745
P 626.968.5666 | F 626.369.2695 | www.aal.net
Design patents, Copyright © 2010 Rev 01/2012

APPROVALS




Wall Mount Arms DATE TYPE PAGE 24 OF 32

U WMA 35D

WEIGHT: 12 LBS.

The arm shall be one piece cast aluminum construction. The arm shall
be prewired with a quick connector for easy installation. The back plate
shall be one piece cast aluminum.

The arm shall have a cast aluminum fitter welded to the top of the

arm(s) for attaching the fixture. The fixture shall be mounted with 6.62in K
three stainless steel bolts through the top of the arm fitter into the 168mm
fixture. The attachment point shall have a silicone pad for sealing y
the fixture to arm connection.

Mounting hardware and J-box by others.

Note: Back plate is welded to the arm.

0 WMA 36U

WEIGHT: 12 LBS.

The arm shall be one piece cast aluminum construction. The arm
shall be prewired with a quick connector for easy installation. The
back plate shall be one piece cast aluminum.

The arm shall have a cast aluminum fitter welded to the top 6.62in
of the arm(s) for attaching the fixture. The fixture shall be 168mm
mounted with three stainless steel bolts through the top of the

arm fitter into the fixture. The attachment point shall have a

silicone pad for sealing the fixture to arm connection.

Mounting hardware and J-box by others.

Note: Back plate is welded to the arm.

U WMA 36D

WEIGHT: 12 LBS.

The arm shall be one piece cast aluminum construction. The arm shall be .

. . . . . 14in
prewired with a quick connector for easy installation. The back plate shall 356mm 00
be one piece cast aluminum. h 5O§£m

The arm shall have a cast aluminum fitter welded to the top of the

arm(s) for attaching the fixture. The fixture shall be mounted with 6621 ¥ ©
three stainless steel bolts through the top of the arm fitter into the 1é8mI:n (
fixture. The attachment point shall have a silicone pad for sealing the

fixture to arm connection.

Mounting hardware and J-box by others.

Note: Back plate is welded to the arm.
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0 WMA37
WEIGHT: 12 LBS.
The arm shall be of one piece unitized aluminum construction, fully welded 1%3 in
and assembled. The back plate shall be one piece cast aluminum. The arm mm —>
shall be prewired with a quick connector for easy installation. T L

) . 39in
The arm shall have a cast aluminum fitter welded to the top of the e 991 mm
arm(s) for attaching the fixture. The fixture shall be mounted with three £ g £€
stainless steel bolts through the top of the arm fitter into the fixture. The 2 ©o
attachment point shall have a silicone pad for sealing the fixture to arm g TR
connection. 5
Mounting hardware and J-box by others. Llf ‘ o7

. 8in —<—>| 686 mm
Note: Back plate is welded to the arm. 203 mm
0 WMA3S8
WEIGHT: 12 LBS.
The arm shall be of one piece unitized aluminum construction, fully welded
and assembled. The back plate shall be one piece cast aluminum. The arm 6in
shall be prewired with a quick connector for easy installation. 152 mm
The arm shall have a cast aluminum fitter welded to the top of the ﬁi 12‘113ipnm
arm(s) for attaching the fixture. The fixture shall be mounted with three <
stainless steel bolts through the top of the arm fitter into the fixture. The c E c
attachment point shall have a silicone pad for sealing the fixture to arm gg f) E
connection. Vo %
i 4
4 . 26in 5
102 mm 4‘% ‘ 660 mm

0 WMA39
WEIGHT: 14 LBS.
The arm shall be of one piece unitized aluminum construction, fully A
welded and assembled. The back plate shall be one piece cast
aluminum. The arm shall be prewired with a quick connector for easy
installation.
The arm shall have a cast aluminum fitter welded to the top of the 99319rigm

arm(s) for attaching the fixture. The fixture shall be mounted with
three stainless steel bolts through the top of the arm fitter into the
fixture. The attachment point shall have a silicone pad for sealing
the fixture to arm connection.

Mounting hardware and J-box by others.

27in
686 mm

Note: Back plate is welded to the arm.
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U WMAS55

WEIGHT: 10 LBS.

The arm shall be one piece cast aluminum construction. The arm shall be
prewired with a quick connector for easy installation. The back plate shall be
one piece cast aluminum.

The arm shall have a cast aluminum fitter welded to the top of the arm(s) for
attaching the fixture. The fixture shall be mounted with three stainless steel
bolts through the top of the arm fitter into the fixture. The attachment point shall
have a silicone pad for sealing the fixture to arm connection.

Mounting hardware and J-box by others.

Note: Back plate is welded to the arm.

0 WMA56

WEIGHT: 10 LBS.

The arm shall be one piece cast aluminum construction. The arm shall be prewired
with a quick connector for easy installation. The back plate shall be one piece cast
aluminum.

The arm shall have a cast aluminum fitter welded to the top of the arm(s) for
attaching the fixture. The fixture shall be mounted with three stainless steel
bolts through the top of the arm fitter into the fixture. The attachment point
shall have a silicone pad for sealing the fixture to arm connection.

Mounting hardware and J-box by others.

Note: Back plate is welded to the arm.

U WMAS57

7.181in
181 mm

19.751in
500

1.0 in/256mm wireway hole

WEIGHT: 10 LBS.

The arm shall be one piece cast aluminum construction. The arm shall be
prewired with a quick connector for easy installation. The back plate shall
be one piece cast aluminum.

The arm shall have a cast aluminum fitter welded to the top of the
arm(s) for attaching the fixture. The fixture shall be mounted with
three stainless steel bolts through the top of the arm fitter into the
fixture. The attachment point shall have a silicone pad for sealing the
fixture to arm connection.

Mounting hardware and J-box by others.

Note: Back plate is welded to the arm.
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d wWMA4
WEIGHT: 12 LBS.
5.5 in o 23 in

The arm shall be of one piece unitized aluminum construction, fully welded 140mm | 584mm
and assembled. The back plate shall be one piece cast aluminum. The arm i
shall be prewired with a quick connector for easy installation. 1t
The arm shall have a cast aluminum fitter welded to the top of the arm(s) for c € =
attaching the fixture. The fixture shall be mounted with three stainless steel loo% L% €
bolts through the top of the arm fitter into the fixture. The attachment point & 3 - §
shall have a silicone pad for sealing the fixture to arm connection.
Mounting hardware and J-box by others. l H
Note: Back plate is welded to the arm. 8in

203 mm
0 WMAS
WEIGHT: 6 LBS.
The arm shall be one piece cast aluminum construction. The arm shall be 10‘5 i%m < 49]27rig‘m
prewired with a quick connector for easy installation. The back plate shall be
one piece cast aluminum. \L
The arm shall have a cast aluminum fitter welded to the top of the i‘ — _
arm(s) for attaching the fixture. The fixture shall be mounted with three £ IS c %
stainless steel bolts through the top of the arm fitter into the fixture. The EE, SE | 4 -
attachment point shall have a silicone pad for sealing the fixture to arm Oog ';f? N
connection. A N T

Mounting hardware and J-box by others.

Note: Back plate is welded to the arm.

U wWMAG6

WEIGHT: 14 LBS.

The arm shall be of one piece unitized aluminum construction, fully welded
and assembled. The back plate shall be one piece cast aluminum. The arm
shall be prewired with a quick connector for easy installation.

The arm shall have a cast aluminum fitter welded to the top of the
arm(s) for attaching the fixture. The fixture shall be mounted with three
stainless steel bolts through the top of the arm fitter into the fixture.
The attachment point shall have a silicone pad for sealing the fixture to
arm connection.

Mounting hardware and J-box by others.

Note: Back plate is welded to the arm.
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U wWMAG6

WEIGHT: 14 LBS.

The arm shall be of one piece unitized aluminum construction, fully
welded and assembled. The back plate shall be one piece cast
aluminum. The arm shall be prewired with a quick connector for easy
installation.

The arm shall have a cast aluminum fitter welded to the top of the
arm(s) for attaching the fixture. The fixture shall be mounted with
three stainless steel bolts through the top of the arm fitter into the
fixture. The attachment point shall have a silicone pad for sealing the
fixture to arm connection.

Mounting hardware and J-box by others.

Note: Back plate is welded to the arm. sin
203 mm

0 wMmAS

WEIGHT: 10 LBS.

The arm shall be of one piece unitized aluminum construction, fully

welded and assembled. The back plate shall be one piece cast 6in

aluminum. The arm shall be prewired with a quick connector for easy 152 mm

installation. J 24.0in
| L{ 610mm

The arm shall have a cast aluminum fitter welded to the top of the

arm(s) for attaching the fixture. The fixture shall be mounted with 6in K
three stainless steel bolts through the top of the arm fitter into the 152mm~ 7}
fixture. The attachment point shall have a silicone pad for sealing the -
fixture to arm connection.

Mounting hardware and J-box by others. D 200in

500mm

@)

Note: Back plate is welded to the arm.

0 WMA9D
WEIGHT: 6 LBS.
The arm shall be of one piece unitized aluminum construction, fully )
welded and assembled. The back plate shall be one piece cast 4in 16in
aluminum. The arm shall be prewired with a quick connector for easy 102 mm <— 406mm
installation. i/
The arm shall have a cast aluminum fitter welded to the top of the € e
arm(s) for attaching the fixture. The fixture shall be mounted with three cE c € -
stainless steel bolts through the top of the arm fitter into the fixture. The °°§ ~ E#

- [ 4

attachment point shall have a silicone pad for sealing the fixture to arm

connection. 1\ #

Mounting hardware and J-box by others. 3in

Note: Back plate is welded to the arm. Fixture type and mounting
orientation will determine size of arm tail.
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0 WMA9U

WEIGHT: 6 LBS.

The arm shall be of one piece unitized aluminum construction, fully 16i
welded and assembled. The back plate shall be one piece cast i 406n'?m
aluminum. The arm shall be prewired with a quick connector for easy

installation.

The arm shall have a cast aluminum fitter welded to the top of the
arm(s) for attaching the fixture. The fixture shall be mounted with

three stainless steel bolts through the top of the arm fitter into the
fixture. The attachment point shall have a silicone pad for sealing
the fixture to arm connection.

Mounting hardware and J-box by others.

Note: Back plate is welded to the arm. Fixture type and mounting
orientation will determine size of arm tail.

d WMA10

WEIGHT: 16 LBS.

The arm shall be of one piece unitized aluminum construction, fully welded 5525 in

and assembled. The back plate shall be one piece cast aluminum. The arm mm

shall be prewired with a quick connector for easy installation. -

The arm shall have a cast aluminum fitter welded to the top of the 7;

arm(s) for attaching the fixture. The fixture shall be mounted with three

stainless steel bolts through the top of the arm fitter into the fixture. The

attachment point shall have a silicone pad for sealing the fixture to arm

connection.

Mounting hardware and J-box by others. L

Note: Back plate is welded to the arm. i

d WMA 11

WEIGHT: 10 LBS.

The arm shall be of one piece unitized aluminum construction, fully welded U

and assembled. The back plate shall be one piece cast aluminum. The arm

shall be prewired with a quick connector for easy installation.

The arm shall have a cast aluminum fitter welded to the top of the

arm(s) for attaching the fixture. The fixture shall be mounted with three

stainless steel bolts through the top of the arm fitter into the fixture.

The attachment point shall have a silicone pad for sealing the fixture to .

arm connection. 48.01in
1220 mm

Mounting hardware and J-box by others.

Note: Back plate is welded to the arm. = —

25.0in
635 mm
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U WMA 12

WEIGHT: 12 LBS.

The arm shall be of one piece unitized aluminum construction, fully
welded and assembled. The back plate shall be one piece cast 390in
aluminum. The arm shall be prewired with a quick connector for easy 990 mm
installation.
6in
The arm shall have a cast aluminum fitter welded to the top of the 152 mm
arm(s) for attaching the fixture. The fixture shall be mounted with J L,}
three stainless steel bolts through the top of the arm fitter into the R
fixture. The attachment point shall have a silicone pad for sealing the 1o T*O
fixture to arm connection. 138 n%r'g
Mounting hardware and J-box by others. 5701
.0in |
670 mm
Note: Back plate is welded to the arm.
0 WMA 16
WEIGHT: 22 LBS.
The arm shall be of one piece unitized aluminum construction, fully welded
and assembled. The back plate shall be one piece cast aluminum. The arm .
shall be prewired with a quick connector for easy installation. 44.01in
1120 mm
The arm shall have a cast aluminum fitter welded to the top of the
arm(s) for attaching the fixture. The fixture shall be mounted with three
stainless steel bolts through the top of the arm fitter into the fixture. The
attachment point shall have a silicone pad for sealing the fixture to arm . | 6 ]
connection. 9in 1| 5
229 mm [T
+ o o
Mounting hardware and J-box by others. BN 28.0in J a
9 Y t;l:{ 710 mm—
Note: Back plate is welded to the arm. 152 mm
d wWMA 17
WEIGHT: 15 LBS.
The arm shall be of one piece unitized aluminum construction, fully welded
and assembled. The back plate shall be one piece cast aluminum. The arm Strap painted
shall be prewired with a quick connector for easy installation. to match

The arm shall have a cast aluminum fitter welded to the top of the
arm(s) for attaching the fixture. The fixture shall be mounted with three
stainless steel bolts through the top of the arm fitter into the fixture.
The attachment point shall have a silicone pad for sealing the fixture to
arm connection.

Mounting hardware and J-box by others.

Note: Back plate is welded to the arm.

51/8in |

e
6in
152 mm
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¥

36.0in
915 mm

25.0in
635 mm

]
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0 WwWMA 18

WEIGHT: 18 LBS.

The arm shall be of one piece unitized aluminum construction, fully welded
and assembled. The back plate shall be one piece cast aluminum. The arm
shall be prewired with a quick connector for easy installation.

The arm shall have a cast aluminum fitter welded to the top of the arm(s) for
attaching the fixture. The fixture shall be mounted with three stainless steel
bolts through the top of the arm fitter into the fixture. The attachment point
shall have a silicone pad for sealing the fixture to arm connection.

Mounting hardware and J-box by others.

Note: Back plate is welded to the arm.

U WMA20

261in

6.0 in
1562 mm
_ 251in
‘ 635 mm -
A -
‘ T¢<}¢
= €
£ 5E
g N3
i ¢ ¢ )

WEIGHT: 12 LBS.

The arm shall be of one piece unitized aluminum construction, fully welded
and assembled. The back plate shall be one piece cast aluminum. The arm
shall be prewired with a quick connector for easy installation.

The arm shall have a cast aluminum fitter welded to the top of the
arm(s) for attaching the fixture. The fixture shall be mounted with three
stainless steel bolts through the top of the arm fitter into the fixture. The
attachment point shall have a silicone pad for sealing the fixture to arm
connection.

8in
203 mm 10.0in

H \—ﬂ 255 mm

sin _F [o

A S

\ 19.5in
Mounting hardware and J-box by others. | 495 mm
Note: Back plate is welded to the arm.
0 wWMA 22U
WEIGHT: 12 LBS.
The arm shall be of one piece unitized aluminum construction, fully welded and
assembled. The back plate shall be one piece cast aluminum. The arm shall 15.5n
be prewired with a quick connector for easy installation. <394 m'm%
The arm shall have a cast aluminum fitter welded to the top of the arm(s)
for attaching the fixture. The fixture shall be mounted with three stainless N
steel bolts through the top of the arm fitter into the fixture. The attachment S
point shall have a silicone pad for sealing the fixture to arm connection. O%g
AN
Mounting hardware and J-box by others. Ty U
5.25in
Note: Back plate is welded to the arm. 133 mm
SOLD TO PO # JOB NAME APPROVALS
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U WMA22D

WEIGHT: 12 LBS.

and assembled. The back plate shall be one piece cast aluminum. The arm 394 mm

The arm shall be of one piece unitized aluminum construction, fully welded . 185in |
shall be prewired with a quick connector for easy installation.

The arm shall have a cast aluminum fitter welded to the top of the
arm(s) for attaching the fixture. The fixture shall be mounted with three - g
stainless steel bolts through the top of the arm fitter into the fixture. The e
attachment point shall have a silicone pad for sealing the fixture to arm RN
connection. U
5.25in
Mounting hardware and J-box by others. 133 mm
Note: Back plate is welded to the arm.
d WMA 24
WEIGHT: 12 LBS.
The arm shall be of one piece unitized aluminum construction, fully welded
and assembled. The back plate shall be one piece cast aluminum. The
arm shall be prewired with a quick connector for easy installation.
The arm shall have a cast aluminum fitter welded to the top of the T ° e 31.0in
arm(s) for attaching the fixture. The fixture shall be mounted with three 16in 790 mm
stainless steel bolts through the top of the arm fitter into the fixture. 406 mm
The attachment point shall have a silicone pad for sealing the fixture
to arm connection. i | o
Mounting hardware and J-box by others.
Note: Back plate is welded to the arm. h ﬂ } 22.5in
575 mm
6in
1562 mm
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